
How to... 
Worktop oil is a penetrating/oxidising oil that dries to a hard durable 
and water-resistant seal. It adds warmth and depth to all woods and 
does not leave a surface film that can be scratched or chipped.  
NB: Any cloth that have been soaked in oil should be stored/disposed of 
in sealed containers or incinerated due to risk of self ignition stop.  
When treating your unfinished/sanded worktop for the first time, follow 
the procedure stated. For pre-oiled worktops, only additional 
maintenance oiling is required, so please refer to maintenance section.  
If the surface of the untreated or sanded wood is particularly smooth, 
sand the surface with grit 120. Make sure the wood is dry and free from 
any dirt or grease.  
 

MAINTENANCE 
Use WOCA Worktop Oil or WOCA Maintenance Gel to maintain the 
worktop every month for the first year, thereafter four times a year or as 
often as necessary. Before starting the maintenance procedure, clean the 
worktop using Woca Intensive Wood Cleaner, and at the surface dry for 
at least eight hours. Use a cloth to apply the oil to the surface and 
allowed the 20-30 minutes for the oil to penetrate the wood. Wipe off 
all excess oil with a lint-free cotton cloth until the surface is dry.  
Polish the surface carefully using the white polishing pad to remove any 
standing wood fibres to ensure a hard-wearing surface.  
 

STORAGE 
Store carefully, keeping out of reach of children. Must not be exposed to 
heat (e.g. sunlight). Store frost free.  
 

BOX CONTAINS 
 0.75 litre Worktop oil  
 250 ml Intensive Wood Cleaner 
 Black sanding pad 
 White polishing pad 
 A pair of gloves & a lint-free cloth.  



 
COVERAGE 
0.75 L covers approx 10-12 m² per coat, depending on the absorbency 
of the wood.  

1. INSTRUCTIONS 
2. Thoroughly clean the surface with Woca Intensive Wood Cleaner, 

mixed one part cleaner to 20 parts water. After cleaning, leave the 
work surface to dry for at least 8 hours a 20° C. 

3. Mix the oil thoroughly. Use a paintbrush to distribute an 
appropriate amount of oil in an even, covering coat. If possible, 
the reverse side of the work surface should also be given a coat of 
oil. Wait approx 30 minutes at 20°C, while the oil soaks into the 
wood. Apply more oil if dry areas appear.  

4. Polish with the red / white Woca hand scrubber along the 
direction of the wood grain. This will make the surface more 
durable.  

5. Wipe off all excess oil with a lint-free cotton cloth. No excess oil 
should remain on the surface. Allow the surface to rest for an 
hour. 

6. The surface should be treated 2-3 times before use. Repeat steps 2 
to 4. For the final treatment sanding wet oil with grain 280-400 
sandpaper, before wiping off with a lint-free cotton cloth. The 
black sanding pad is provided for this purpose.  

7. The oil surface can be used 24 hours at 20°. During this period 
the surface must not come into contact with water. The oil does 
not harden completely until after about a week. Therefore, treat 
with care during this period. Any spilled liquids should be wiped 
up immediately. 


